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22531 Control System and PLC Mcq Test papers 
 
List any four names of PLC programming languages. 
a) Ladder diagram programming 
b) Instruction list programming 
c) Structured text programming 
d) Function block diagram programming 
e) All of the above Answer 
 
List two inputs devices of PLC 
a) Photoelectric switches 
b) Encoders 
c) Relays 
d) Both (a) & (b) Answer 
 
Fixed PLC is also known as 
a) Compact PLC 
b) integrated PLC 
c) rack-mounted units 
d) Both (a) & (b) Answer 
 
List two output devices of PLC. 
a) Mechanical switches 
b) Motors 
c) Contactors 
d) Both (b) & (c) Answer 
 
Describe Different Relay instructions for PLC.  
(a) Normally open (XIC) 
(b) Normally closed (XIO) 
(c) One shot instruction(OSR) 
(d) Output instruction 
(e) Output latch instruction(L) 
(f) Output unlatch instruction(U) 
(g) All of the above Answer 
 
what are different types Standard test inputs 
a) Step input 
b) Ramp input 
c) Parabolic input 
d) Impulse input 
e) all of the above Answer 
 
Modular PLC is also known as  



A) rack-mounted units. Answer 
B) integrated PLC 
C) Compact PLC 
D) Fixed PLC 
 
 
what are different types of damped response 
A) Over Damped response 
B) Over Damped response 
C) Critically Damped response 
D) Overshoot 
E) All of the above Answer 
 
Describe Operating cycle of PLC with neat diagram 
a) Input scan- Program scan - Output scan Answer 
b) Program scan -  Input scan - Output Scan 
C) Input scan - Output scan - Program scan 
D) None of the above 
 
Every system has tendency to oppose the oscillatory behavior of thesystem which is called 
as damping  
(a) True Answer 
(b) False 
 
The damping is measured by a factor or a ratio called damping ratioof the system 
(a) True Answer 
(b) False 
 
Fixed PLC is used for industrial purpose and also for future industrial expansion and growth. 
(a) True 
(b) False Answer 
 
 Natural frequency is basically the frequency with which any oscillations takes place with no 
damping 
(a) True Answer 
(b) False 
 
The output variation during the time, it takes to achieve its final value is called Steady state 
response 
(a) True 
(b) False Answer 
 
Reason: Steady state response is that part of the time response which remains after 
complete transient response vanishes from the system output 
 
The output variation during the time, which remains after complete transient response is 
called transient response. 



(a) True 
(b) False Answer 
Reason:  The output variation during the time, it takes to achieve its final value is called 
transient 
Response. 
 
Master control relay is used to interrupt power to the I/O rack in the event of a system failure 
(a) True Answer 
(b) False 
 
 
 
special case 1 of Routh’s criterion is First Element of any of the row's of Routh's array is One 
and the same remaining rows contain at least one Non zero element 
(a) True 
(b) False Answer 
 
special case 2 of Routh’s criterion is All the elements of a row in Routh's array are Zero. 
(a) True Answer 
(b) False 
 
Modular PLC is used for industrial purpose and also for future industrial expansion and 
growth 
(a) True Answer 
(b) False 
 
The inputs and outputs of Modular PLC is modular fitted with CPU 
(a) True 
(b) False Answer 
Reason: in Modular PLC several components are fitted on chassis or rack or 
bus with different slots. 
 
ON – OFF controller has only two positions either it is fully closed or fully open. 
(a) True Answer 
(b) False 
 
Fixed PLC has more memory and capabilities to store more data. 
(a) True 
(b) False Answer 
Reason: Fixed PLC has fewer capabilities to store data/information. 
 
Identify the below given Block Diagram 



 
A) Rack Mounted Units 
B) Feedback Control system 
C) PID Controller 
D) PLC Answer 
 
Identify given relay switches 

 
A) Output Latch 
B) Normally open 
C) one shot Instruction Answer 
D) Normally closed 
 
 
Identify given relay switches 
 

 
A) Output Unlatch 
B) Output instruction Answer 
C) Normally open 
D) Output latch 
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