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Classify the hydro-electric plants according to the head basis.
(A) Very high head power plant
(B) High head power plant
(C) Medium head power plant
(D) Low head power plant
(E) All of the above Answer

Classify the hydro-electric plants according to the load basis.
(A) Base load power plant
(B) Peak load power plant
(C) High head power plant
(D) Both (a) & (b) Answer

List the types of turbines used in hydro power plants.
(A) Francis Turbine
(B) Pelton wheel
(C) Kaplan Turbine
(D) Propeller Turbine
(E) All of the above Answer

Examples of peak load plant
(A) diesel power station.
(B) pumped storage hydro
(C) Large capacity hydro
(D) Both (a) & (b) Answer

Enlist the nuclear fuels.
(A) Low-enriched Uranium
(B) Natural Uranium
(C) Highly–enriched Uranium
(D) Fertile Material:-U238 / Th232
(E) All of the above Answer

advantages of vertical axis wind mills.
(A) Low cost of fabrication.
(B) Simple blade design
(C) No yaw controller required.
(D) Easy maintenance because of the ground mounted generator and gearbox.
(E) All of the above Answer



Examples of base load plant
(A) Small capacity storage hydro,
(B) thermal
(C) nuclear power station
(D) Both (b) & (c) Answer

What are the criteria for selection of a site for a hydroelectric power plant?
(A) It should be located where high rainfall occurs.
(B) There should be easy access towards the site.
(C) The Area should be free from earthquake and natural hazards.
(D) Stored water should have a reasonable head
(E) All of the above Answer

advantages of Kaplan turbine
(A) Simple design
(B) Easy maintenance
(C) Runner vanes are adjustable Answer
(D) No yaw controller required

State the various types of Biomass Resources.
(A) Dead trees and tree branches
(B) Agriculture residual
(C) Forestry residual
(D) Food processing industrial waste
(E) All of the above Answer

Essential components of diesel plant
(A) Engine air intake system
(B) Engine fuel System
(C) Engine exhaust system
(D) Engine cooling System
(E) All of the above Answer

State Whether the following statements are True or False

Connected Load  is the sum of load of all equipment connected to the supply system which
is in use or not in use by each consumer.
(A) True Answer
(B) False

Maximum Demand  is the maximum load which a consumer uses at a particular time period
out of his total connected load.
(A) True Answer
(B) False



The power plant which supplies peak load of load curve is known as base load plant
(A) True
(B) False Answer
Reason: The power plant which supplies base load of load curve is known as base load
plant

The average load occurring on the power station in a given period (day or month or year) is
known as Average load or Average demand.
(A) True Answer
(B) False

The ratio of average demand /load to maximum demand during a given period is known as
Load Factor.
(A) True Answer
(B) False

The power plant which supplies base load of load curve is known as peak load plant
(A) True
(B) False Answer
Reason: The power plant which supplies peak load of load curve is known as peak load
plant

By breaking up heavy nuclei into nuclei of intermediate size, the process being known as
fission.
(A) True Answer
(B) False

Hot reserve is reserve generating capacity, in service but not in operation. (not connected to
busbar/grid)
(A) True
(B) False Answer
Reason: Hot reserve is reserve generating capacity, in operation but not in service (not
connected to busbar/grid)

Fusion is the fusing of two or more small atoms into a larger one to produce heat energy.
(A) True Answer
(B) False

Cold reserves are standby generating capacity which is available for operation but not in
service.
(A) True
(B) False Answer
Reason: Cold reserves are standby generating capacity which is available for service but
not in operation.

In fire tube boilers hot gases are passed through the tubes and water surrounds these tubes.
(A) True Answer
(B) False



Inverter converts AC supply into DC supply.
(A) True
(B) False Answer
Reason: Inverter converts DC supply into AC supply.

In these boilers water is inside the tubes and hot gases are outside the tubes.
(A) True Answer
(B) False

Alternator converts electrical energy into mechanical energy.
(A) True
(B) False Answer
Reason: Alternator converts mechanical energy into electrical energy.
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